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A scheme for explicitly representing and using expert 
knowledge of a procedural kind is described. The scheme al­
lows the explicit representation of both declarative and proce­
dural knowledge within a unified framework, yet retains all the 
desirable properties of expert systems such as modularity, ex­
planatory capability, and extendability. It thus bridges the gap 
between the procedural and declarative languages, and allows 
formal algorithmic knowledge to be uniformly integrated with 
heurist ic declarative knowledge. A version of the scheme has 
been fully implemented and applied to the domain or automobile 
engine fault diagnosis. 

§l Introduction 

Expert systems have been very successful in a wide 
variety of applications (Michie 1980]. The purpose of these 
systems is to acquire the formal and heuristic knowledge of 
spec ialists in some particular domain, and then to use this know­
ledge to solve problems that the specialists would normally tackle. 
The domains in which expert systems have proved most suc­
cessful are those where heuristic knowledge is important, either 
because the related problems are ill-defined or are too complex 
for purely formal methods to be tractable (Buchanan and Duda 
1982]. 

Some of this specialist or expert knowledge is best 
expressed as a set of facts and axioms or rules about those 
facts. For example, here is some declarative knowledge from 
the automotive domain (Sully and Unstead 1978] : 

What faults reduce gasoline flow from the pump! 
A choked suction line or dirty filter. 
A cracked diaphragm. 
Dirt under a valve. 
Leakage from the pump or discharge line. 

Rule-based expert systems seem to model this aspect 
of expert knowledge quite well. Here is a typical rule for one of 
the above faults : 

IF there is reduced gasoline flow in the fuel pump 
THEN CONCLUDE that the suction line may be 
choked. 

The success of these rule-based expert systems stems 
largely from the fact that the knowledge representation is aJr 
propriate to the problem domains that they address. Indeed, the 
aut.hors usually stress the importance of choosing the "right" 
dom ain (Buchanan and Duda 1982]. 
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On the other hand , some of our knowledge about solv­
ing problems may be viewed as procedural knowledge that desc­
ribes uquencuof things to do or goals to be achieved. This kind 
of knowledge is often difficult and cumbersome to describe in a 
declarative manner (\Vinograd 1975]. In fact , even though some 
procedural knowledge can be incorporated in pure rule-based 
systems, it is there only because the rule interpreter executes the 
rules procedurally in some specified order. This means that pro­
cedural knowledge and the establishment of contexts in which 
a particular inference is valid can only be represented implicitly 
in the system (e.g., by ordering the clauses of a premise and 
thus ensuring a particular sequence of evaluation). 

This can create dependencies and interrelationships 
that tend to make the knowledge base not quite as modular 
or flexible as perhaps was originally intended. Because of the 
homogeneity of the rule representation, it is not possible to 
distinguish between those rules for which the order of invocation 
is important and those for which it is not. This is not only bad 
methodology, but it impairs the explanatory capability of the 
system and reduces the possibilities for efficient implementation 
on multiprocessor machines. 

Note that we are not saying that such knowledge can­
not be represented declaratively - all we are saying is that in 
some dom ains it cannot ea8ily or naturally be so represented, · 
which complicates the construction of the expert system and 
reduces the explanatory capability of the system (see (Clancey 
1981] for a more detailed discussion of these points). 

These problems have encouraged some researchers to 
investigate ways of representing procedural knowledge explicitly. 
In the simplest cases, special mechanisms are introduced, such 
as heterogeneous sets of rules that are dissimilar in nature from 
the rest of the knowledge base (e.g., the therapy rules in MYCIN 
(ShortlifTe 1976]), or precedence relations, which require that 
certain rules be invoked before others (e.g., "contexts" in Prospec­
tor (Reboh 1981 ]). Alternatively, specialist procedures may be 
used for certain sections of the problem-solving process. However, 
these approaches are either not sufficiently general to express 
much procedural knowledgl!, or tend to destroy many of the 
desirable properties of the system, such as explanatory capability, 
modularity , and, most importantly, the ease with which know­
ledge can be integrated incrementally into the existing store of 
knowledge. 

Another problem with many rule-based expert systems 
is that one of the primary reasons for the rule representation 
- that is , being able to use and examine such knowledge in 
different ways in different situations - is rarely realized. For 
example, many rule-based systems are restricted to either in­
voking rules on the basis of facts becoming known (data-driven 
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invocation) , or invoking them on the basis of certain goals be­
coming important (goal-directed invocation). Furthermore, the 
facts and goals that give rise to the invocation are required 
to occur explicitly within the rule itself, i.e., as rule antece­
dents or consequents, respectively. While this simplifies the 
representation, it is a very restrictive assumption and does not 
readily permit the kind of hypothetico-deductive reasoning used 
by most problem-solving experts [Clancey 1981]. 

For exam ple, the system should be able to be goal­
directed, yet also be able to alter its line of reasoning and set 
up different hypotheses (goals) if a particularly unusual fact is 
observed. One might also want a certain rule to be invoked 
only when a certain goal was (or was not) being attempted, yet 
sti ll want it to be data driven (in the context of this goal) if a 
particularly significant fact was observed. For example, a lump 
in some tissue should perhaps invoke a rule to investigate the 
possibility of cancer, but not when the current hypothesis is a 
viral infection (where such lumps are usually caused by reacting 
glands). 

In this paper we describe a scheme for explicitly repre­
senting procedural knowledge while still retaining the benefits 
of rule- based systems. Tin' basis of the scheme is to use a repre­
sentation t hat is sufficiently rich t.o describe arbitrary sequences 
of act.ions in a sim ple and natural way, while at the same time 
avoiding explic it procedure "calling" (see [GeorgefJ 1982]). The 
scheme also allows a wider class of invocation criteria than is 
available in most rule-based ·expert systems. We shall call sys­
tems that are based on this scheme procedural expert 8Y8Iem8. 

To evaluate the scheme, we have implemented a system 
called Pcritus,* a knowledge engineering tool which allows the 
creation of procedural expert systems specific to any chosen 
problem domain [Bonollo and GeorgefJ 1983]. Although we shall 
not discuss t his system in any detail, for most of our examples 
we shall use an actual run from the domain of automobile engine 
fault di agnosis. 

§2 The Knowledge Representation 

The basic structure of a procedural expert system (PES) 
is simil ar to t hat of most rule-based expert systems. That is, it 
consist.s of (I) a knowledge base for storing information about 
both the problem domain and the specific problem being ex­
amined, and (2) an inference mechanism for manipulating this 
knowledge [Buchanan and Duda 1982] . 

The knowledge base itself comprises a data base con­
taining fact8 about the problem and a set of ~pecialized inference 
procedures called knowledge area8 (KA). 

A knowledge area consists of an invocation part and a 
body. The invocation part is an arbitrary logical expression that 
may include conditions on both currently known facts and cur­
rently active goals. A KA can only be invoked if this expression 
evaluates to "true", in which case the KA is considered to be 
potentially useful in solving the problem at hand. 

The body of a KA can be viewed as a specialized in­
ference procedure. In essence, it is simply a procedure that 
establishes sequences of subgoals to be achieved (facts to be dis-

* "Peritus" is the Latin word meaning "skillful" or "expert". 

covered) and draws conclusions (establishes other facts) on the 
basis of achievi ng (or not achieving) these subgoals. 

Despite the procedural nature of the KAs, the system 
is deductive in the sense that once a fact has been added to 
the data base, it cannot be subsequently deleted. Judgmental 
reasoning is accomplished by associating probabilities or cer­
tainties with both the facts and the inference procedures, in 
much the same way as for the more usual rule-based systems. 

2.1 Representing Procedural Knowledge 

Procedural control is specified by using a recursive 
transition network (RTN). The arcs of the RTN are labeled with 
predicates (tests) and functions (actions), in much the same way 
as for an augmented transition network (ATN) [Woods 1970].* 

A given arc of the network can be traversed only if 
the predicate labeling that arc evaluates to "true" . All possible 
paths in the RTN are explored, beginning at a specified start 
state and ending at a specified final state. (Of course, only 
those paths with arcs whose associated predicate evaluates to 
"true" may be followed .) This is unlike the procedure adopted 
for ATNs, whlth exit as soon as one path has been traversed to 
t he fin al state . The order in which the paths are explored should 
be considered as undefined (i.e. , the validity of the inference 
procedure should not depend on this ordering). However, in the 
implementation described in this paper, paths are explored in a 
depth-first manner. 

A t.ypical KA body is shown in Figure l. "Start" is the 
start state and "end" the final state of the network; the tests 
on arcs are indicated by a "!". Now if, for example, all the arc 
tests evaluated to "true" , the transitions tr1. tr2, Ira, tr4 and 
Irs would all be made, and the actions a2 , aa, a4 and as all 
executed, in that order, before the KA exited. If, oil the other 
hand , test t2 fails, then only the transitions tr1 and Irs would 
be efJecte·d, and only action as would be executed. 

The functions and predicates labeling the arcs of the 
RTN can be any computable functions or predicates. In the 
Peritus system, these are specified in LISP and can make use of 
variables local to the KA. Free variables are not allowed . 

There is also a special class of functions and predicates 
that access the data base and add new facts to it . Some of 
these predicates ask whether certain facts are true or not, and 
will set up subgoals . to ascertain these facts if they are not 
currently known (i.e. , not currently in the data base). We shall 
call t.hese predicates goal-invoking predicates. As in most goal­
directed systems, goal-invoking predicates can be viewed as a 
form of implicit subroutine call . Similarly, some of the functions 
labeling the arcs may draw conclusions that add facts to the data 
base, thus making it possible for previously requested subgoals 
to be achieved . 

*In essence, the RTN is used to define a language over the 
predicates and functions that label the arcs of the network 
(see [GeorgefJ 1982]). This language determines the allow­
able sequences of predicate and function evaluation, but not 
necessarily deterministically. Instead of an RTN, it may be 
preferable to use some other [sufficiently expressive) means of 
describing sequences (such as, for example, temporal logic). 



For example, consider the following procedure for isolat­
ing an electrical-system fault in an automobile engine that will 
not start [Gregory 1980]: 

spark-plug test: Disconnect a spark plug lead and see if a spark 
jumps to the cylinder head on attempted engine 
start. If the spark is satisfactory or blue, then 
the spark plug may be faulty. If the spark is 
absent, weak, or yellow, proceed to the next 
test . 

coil-lead test: (Instructions on how to test the spark from the 
coil) If the spark is satisfactory or blue, proceed 
to the next test . If the spark is absent, weak, or 
yellow, then the low-tension circuit is suspect; 
proceed to the low-tension test. 

distributor test: If there is evidence to suggest that the high­
tension leads from the distributor are not operat­
ing properly, conclude that they may be faulty. 
If the high-tension leads appear to be in order, 
conclude that the distributor may be at fault . 

low-tension test: (Instructions about how to perform this test) If 
a test lamp lights on the ignition side of the coil 
but not on the distributor side, conclude that 
the coil and/or the coil lead may be faulty. If 
the test lamp doesn't light on the ignition side 
of the coil, conclude that the low-tension circuit 
may be faulty . 

A KA corresponding to this procedure is shown in 
di agrammatic form in Figure 2. There are a number of things to 
note about the body of this KA (we shall consider the invocation 
part later) . First, when facts are required to be established 
(e.g., as in "spark is satisfactory or blue") other KAs may be 
invoked to ascertain this information. In this case, an "ask-user" 
KA might be invoked, but in general many KAs might respond 
before the fact is established (as might be the case, for instance, 
in checking the status of the high-tension leads). • 

Second , note how very· important is the order in which 
the facts are ascertained. The conclusions to be made at any 
st age are context-dependent, i.e., they depend critically on the 
knowledge that certain alternatives have already been ruled out 
(or in). In general, the conclusions may also depend on the tests 
and actions being carried out in a particular time order (such as 
listening for a scraping noise after applying the brakes in order 
to establish the condition of the disc pads). Note also just how 
much heuristic information is contained in this ordering, how 
we start off with the spark plugs rather than the coil (partly 
because they are easy to rectify, partly because they are the 
more common fault) and then proceed from one end of the 
circuit to the other. To discard this information (or to represent 
it implicitly), leads not only to inefficient problem-solving, but 
also to a behaviour that is difficult to explain and difficult to 
follow [Clancey 1981]. 

The RTN formalism can also represent other control 
constructs, including iteration and recursion. Such control con-

*As in MYCIN-Iike systems [Shortliffe 1976], a request for a fact 
establishes a goal that is a generalization of the fact. Thus, any 
subsequent test for an instance of that generalization will find 
the necessary information already in the data base and will not 
need to reinvoke KAs to determine it. 
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structs are needed when it is desired to examine different in­
stances of a given object type. For example, we might have a 
KA (or KA "schema") for determining whether or not a single 
spark plug is faulty . This KA would be invoked whenever a goal 
was set up to determine the status of some particular spark plug. 
Ilowever, by using iteration (represented as a loop in an RTN), 
we can also set. up this goal for any arbitrary number of spark 
plugs in th(' engine, thus creating multiple instances of the spark 
plug KA. The ability to explicitly establish goals in this way can 
be very useful when one wishes to examine different instances 
of a given object type in a specified order (e.g., such as testing 
the spark plugs in firing order) or when a certain conclusion 
depends on interactions among instances. 

We can thus view the RTN as specifying sequences of 
subgoals to be achieved and, depending on the conditions ob­
taining, as drawing conclusions about the current problem. This 
is similar to the way in which , for example, rules in goal-directed 
systems (e.g., EMYCIN [van Melle 1980]) are used to set up sub­
goals to be achieved, and then make conclusions on the basis of 
these subgoals having been achieved. The scheme described in 
this paper differs in that the achievement of subgoals may be 
explicitly sequenced in quite complex ways, and the conclusions 
reached may be valid only if this sequencing is maintained. 

2.2 R epre~c nting Utilitarian Knowledge 

The invocation part of aKA is any arbitrary expression 
that evaluates to "true" or "false". A KA can be invoked 
only if this expression evaluates to "true", in which case the 
KA is considered to be useful in solving the current problem. 
One can thus view invocation expressions as domain-specific 
metalet~el rules [Davis 1980] that constrain the application of 
KAs to situations in which they are likely to be useful.* 

An invocation expression can include functions that 
examine the current goals and functions that respond to new 
data. The current system uses a goal 8tack to keep track of all 
current goals and uses a goa/function to test whether a given 
goal (or generalization) is present on the goal stack. The goals 
on the goal stack form an inference chain whereby for each goal 
g;, the goal !li+l• (which is closer to the "top") may be viewed as 
a subgoal to be determined as part of the process of establishing 
g; . A fact function is also provided to ascertain whether or not 
a given fact occurs in the data base ... 

An invocat.ion expression consisting solely or the goal 
function results in standard goal-directed invocation, whereas 
an expression consisting solely of the fact function results in 
standard data-driven invocation. For example, two simple KAs 
from the automotive domain are shown in Figure 3. In Figure 
3(a), the KA is goal-directed, and corresponds to a standard 

*Invocation expressions serve solely to determine the set of use­
ful KAs, not to order them. In this sense they are a more 
limited form or metarule than discussed by Davis. On the other 
hand , they are more general in that they can "rule in" some 
alternatives that under a purely goal driven or data driven 
system would not be considered. 

.. The implemented system uses judgmental criteria and a min­
imum certainty factor can be required of the requested fact. 
This allows KAs to be invoked on the basis of incomplete or 
uncertain knowledge. 
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f\1Y CIN-Iike rule . This I\ A will be invoked only if wme current 
goal is to identify a fuel system problem, and the required infor­
mat.ion is not currently known (i.e ., in the data base). Invocation 
of the 1\A will then test whether there is reduced fuel flow in 
the furl pump, possibly invoking other KAs to ascertain this . If 
reduced fuel flow is concluded, the [single] arc of the network 
ran be traversed and the fuel system problem identified (with 
some degree of certainty) as being a choked suction line. 

An example of a data-driven KA is given in Figure 
0(b ). f\<o te that the test in the body of the KA seems redundant 
in t bi ~ case, as tbe KA would not have been invoked if it had not 
already been known that the oil was contaminated with water. 
Howeve r, it is important from a methodological point of view 
to requi re t.bat the body of a KA be valid irrespective of the 
in\"Oration condition. Under these conditions, if the inference 
procedures forming the bodies of all the KAs in the knowledge 
ba~e are consistent, the system will be consistent. Alteration 
of the invorat ion conditions to improve performance will not 
aiJert t he validity of any conclusions made, thus allowing the 
system to be "t.uned" in safety. (Of course, completeness is 
not guaranteed ; because of inappropriate invocation criteria a 
certain 1\:\ may never be invoked and thus a valid inference 
never made.) Tbe apparent inefficiency of having to check the 
data base twire for (in this case) the condition of the oil could 
be eliminated during a compilation stage. 

KAs ran also be partly goal-directed and partly data­
driven, as is the case for the KA shown in Figure 2. It will be 
invoked if one of the current goals is to identify an ignition fault 
and it is noticed that one of the trouble symptoms is that the 
engine doc~ not start. The system can thus be opportunistic in 
the seusc that 1-.:As might be invoked because certain facts are 
noticed during an attempt to establish particular goals. 

In general, any arbitrary expression can be used in the 
invoratiou part of aKA. Such expressions can include negation , 
conjunction, and disjunction of both goals and facts. Universal 
and ex istential quantification over exi1ting object instances are 
also allowed . 

§3 The Inference Mechanism 

Tbe system's main task, at a particular point in time, 
IS to discover all it can about the current goals by executing 
relevant KAs. To do this, an invocation mechanism is called im­
plicitly by the currently executing KA when some currently un­
known fart is requested or when some new conclusion is drawn. 
The mechanism evaluates the invocation part of all in1tancu 
of the KAs occurring in the knowledge base to decide which 
ones are "relevant" (i .e., for which of them the invocation part 

_eva! uates to "true" ). These relevant KAs are then executed or 
invoked in turn until either they have all been executed or a 
definite conclusion has been reached about one of the current 
goals on the goal stack. 

The invocation mechanism is outlined in Figure 4. The 
set S is initialized to contain all relevant instances of the KAs oc­
curring in the knowledge base. The function ulut(S) [destruct­
ively] selects an element p from the set of applicable instances 
of I<As S, and execute(p) executes the body of p. 

Of course, for efficiency purposes (and to prevent ask­
ing the same question more than once) we do not want to rein­
voke instances of KAs that have already been traversed. We 

therefore mark these instances as "used", which effectively deletes 
them from the knowledge base. 

Execution of a KA body consists simply of traversing 
the body of the KA, as described in Section 2.1. In fact, Peritus 
actually compiles the networks into LISP code, in a manner 
simil ar to ATN compilers (see [Bonello and Georgeff 1983]). 
This makes the system much more efficient than if KAs were 
evaluated interpretively. 

It is very important to note that although the body of 
a KA sets up sequences of goals to be achieved, it may be that 
during its execution some data invoked KA suggests an alterna­
tive hypothesis and thus changes the course of events. Progress 
through the original KA is then suspended, and will only be 
resum ed when the alternative hypothesis has been fully inves­
tigated. If we had more control over the selection of tasks (say, 
by using metalevel KAs), the currently executing KA could also 
be suspended simply because other goals (hypotheses) became 
more interesting. Thus, it is preferable to view KA bodies as 
placing con1traint6 on the sequencing of goals, w bile not preclud­
ing the possibility that certain observations may (at least tem­
porarily) interrupt this sequencing. 

3.1 Definite Conclusions about Goals 

Elements on the goal stack represent hypoth eses that 
the system is trying to establish. Once a hypothesis that occurs 
on the goal stack is confirmed with certainty, it is pointless 
to continue considering alternative paths in the current KA. 
Furthermore, if this hypothesis is not on top of the goal stack, it 
is also desirable to terminate all KAs that are trying to establish 
additional supporting hypotheses (i .e., all subgoals of the just­
concluded goal) . 

The current implementation achieves this by "tagging" 
calls to KAs with the goal that was the top goal at the time 
a particular instance of the invocation mechanism was called. 
A conclusion as to this goal can then cause immediate exit of 
the current KA being explored. This results in an explicit al­
teration of the normal function return sequence by "throwing" • 
to the instance of the invocation mechanism whose "tag" is the 
hypothesis that has just been confirmed. Any intermediate calls 
to this mechanism are discarded and the goal stack is automati­
cally restored to a state in which the just-concluded goal is the 
top goal. 

However, this can present difficulties when it comes to 
deciding which instances of KAs should be marked as "used" 
and hence not available for reinvocation. The problem is that a 
"throw" to some previous state in the goal stack can pre-empt 
complete traversal of some KAs (i.e those that were working on 
subgoals of the just-concluded goal), and we might be throwing 
away the knowledge needed to reach other conclusions (about 
other goals) if these KAs were not able to be reinvoked. 

The solution currently adopted is to mark these partly 
used KAs as fully used, thus possibly jeopardizing the complete­
ness of the system but not its consistency. This is not entirely 

•This is implemented via the catch and throw primitives present 
in most LISP implementations (e.g., FRANZ LISP [Foderaro 
1980]). 



satisfactory, however , and other alternatives need to be inves­
t.igatcd. For example, it might be better if partly used KAs were 
left unm arked (i .e ., unused) , allowing for possible reinvocation. 
It would then be important to ensure that multiple re-use of an 
instance of a KA would not affect the validity of any conclusions 
made, and that i/o operations were encased in KAs that always 
ex ited naturally (i .e without "throwing" ). 

3.2 Incorporati on of Judgmental Knowledge 

The sc heme described above can readily be extended 
to include judgmental mechanisms for application in domains 
where fac t.s and inference rules (or inference procedures) ex­
hi bit so me degree of uncertainty. In the Peritus system , the 
judgmental sc heme is based on certainty theory [Shortliffe and 
Buchanan 1975]. However , procedural expert systems are not 
t iC'd irrevocably to this philosophy and there is no reason not to 
ap ply other criteri a in dealing with judgmental knowledge. 

To implement t he judgmental mechanism, each arc 
test in t he body of a I<A is enclosed in an interface function . 
The purpose of this interface function is to provide judgmental 
criteria for deciding whether the result of a test is "true enough" 
to continue progress along the arc. In the current system, the 
cr ite ria used are as follows : 

i. Any test that returns nil is mapped to a certainty factor of 
0. 

ii. Any test returning a non nil value that is not a certainty 
factor is mapped to a cert.ainty factor of I. · 

iii. Any t.cst that returns a certainty factor is left unchanged. 

The in terface function then returns "true" if this new 
cert ain ty factor is greater than an arbitrary threshold of 0.2. 

As the functions which add new facts to the data base 
need to know t.be certainties associated with each of the tests 
(or premises) t hat precede them, a stack of the certainties as­
~oriated with the tests on the current path is maintained and 
ca n be accessed by these conclude functions . When an arc test 
eva! uat es to "true", the certainty factor associated with that 
test is pushed onto the stack a.' a side effect of the interface 
fun ction. The stac k is popped at the end of a path or after the 
last. transit ion from a state has been attempted. 

3.3 A Sample Consultation 

Portions of a sample consultation in the domain of 
auto mobile engine fault diagnosis are given opposite. The proced­
ural ex pert system t hat produced this dialogue was constructed 
by using Pcritus, the pertinent knowledge being extracted more 
or less directly from various automobile literature (e.g., [Sully 
and Unstead 1978], [Gregory 1980]). Typical examples of the 
KAs used by the system are shown in Figures 2 and 3. 
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[Various ini tial data is first entered] 

>Does t he engi ne start? no 

[At this point, a data driven KA IS invoked on the basis 
of the engine not starting] 

FUEL CHECK!! 
>Is there adequate fuel ID the tank! yeJ 

[and now the KA shown in Figure 2. is invoked] 

Ignition System Trouble Shoot Procedure: 
(I) Disconnect a spark plug lead and posit ion the terminal 

wi t hin 3 mm of the cylinder head. 
(2) Have an assistant switch on the ignition and attempt 

to start the engine 
(3) O bserve t he spark , if any , that jumps t he gap to the 

cy linder bead 
Press the <return> key when you are ready 

> I low would yo u describe the spark! why ~ 

[The user wants to know why the system needs this 
inform at ion] 

l was try ing to determi ne one of the ignition system faults, 
and I noticed that t he engine does not start . 

[The user now continues with the trouble shoot] 
> weak 

(4) Disconnect t he coil lead from the distributor cap and 
carry out the procedure previously described for the 
spark plug lead in points {l) to (3). 

Press t.he <return> key when you are ready 

> llow would you describe the spark from the co'il lead! 
weak 

(5) We will now chec k whether the low tension current IS 

reac hing the ignition coil. Use a test lam p between 
the coil low tension terminals and a good earth . 
Ensure t hat the contact breaker points are open or 
insulated when making the test . 

Press the <ret urn> key when you are ready 

>Does the lamp light on the ignition side of the coil! ye8 

>Docs the lamp light on the distributor side! no 

[The system bas now discovered all it can and gives its 
report.] 

Automobile Suspected Faults Report: 
There is evidence (0.8) to suggest that the ignition 
coil is faulty . 
There is evidence (0.5) to suggest that the coil lead 
is faul ty. 
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3·1 Cone! us io ns 

Procedural expert systems appear to provide a means 
for represe nting a spec ialist 's declarative and procedural know­
kdge of some problem domain without sacrificing any of the 
desirable properties of standard rule-based expert systems. 

There arc a number of important features of the system 
that arc critical to achieving this. First, KAs are not directly 
"called", but arc invoked only when they can contribute to 
finding some current goal or when some particularly relevant 
fact is observed. As KAs cannot be directly called, neither can 
they directly call any other KA. They thus serve only to specify 
wh at goals arc to be achieved and in what order. Second, the 
system is, in general , nondeterministic, and any number of KAs 
may be relevant at any one time. These properties enable the 
knowkdge base of the system to be modified and augmented 
without forcing substantial revision. 

Furthermore, the representation of the inference proce­
dures in the form of an augmented RTN is simple and homogen­
eous, which aids both in the acquisition of knowledge and in 
verifying correct ness . This simplicity also aids the system in ex­
plaining its reasoning. In the simplest case, the goal stack can be 
traversed to answer "how"' and "why" questions (as in MYCIN­
Iikc syste ms). 13ut, by tracing the bodies of the KAs as well, the 
system can also describe the context in which hypotheses are 
being explored. This kind of explanation is of course not deep, 
but the formalism itself does not preclude the development of a 
rirhcr ex pl anat.ion system. Indeed, the fact that at least some of 
the procedural knowledge of the expert is explicitly represented 
ran on ly lead to het.t.cr ex planatory capabilities. 

The procedural control component is also very general, 
all ow ing at one extreme the construction of purely declarative 
program ~. whik, at the other extreme, it allows purely deter­
ministic procedural programs. Thus, procedural expert systems 
bridge the gap between the declarative languages and the proce­
du ral language,. Indeed, one way of viewing these systems is as 
a gene rali zat ion of the usual procedural languages to include a 
deductive data base and a more general invocation mechanism. 

The fact t hat the knowledge representat ion allows the 
spcrifiration of procedures means that the inference mechanism 
of t.he system can itself be written by using the same repre­
sentation. For example, the description of the current invoca­
tion mechanism given in Figure 4 is already in this form . 

The ge nerality of the invocation scheme makes it pos­
sible for the system to pursue a diagnosis in a goal-directed way, 
yet react opport.unistically and change the direction of the con­
sultation if an event occurs that suggests an alternative diag­
nosis. In fact, after using primarily goal-directed systems like 
MY CJN, the way in which data invoked KAs suddenly wake 
up and begin exploring alternative diagnoses was a constant 
surprise to the authors (not always pleasant!). As invocation 
ex pressions can he arbitrarily complex logical expressions, they 
can represent quite complex knowledge about the use of KAs. 
For example, although we have not explored it here, the scheme 
allows invocation based on observed differences between goals 
and facts, and KAs can thereby be invoked in a means-ends 
fashion . 

There are a number of questions that still remain to 
be answered, and this will require further experimentation with 
the system. For example, it may be that the class of invocation 

expressions used by the present system is too broad. vVhen ar­
bitrary expressions are allowed, knowledge about the use of KAs 
can be very difficult to reason about. This might create prob­
lems if more detailed explanations were required or if metalevel 
KAs were to try to manage invocation. Furthermore, there 
would then be fewer possibilities for ~ompiler optimizations, 
which could result in unacceptable real-time performance. 
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FIGURE 1 A TYPICAL KA BODY 

KA NO. 24 

INVOCATION : GDAL(FUEL-SYSTEM FAULT IS?) 

BODY: 
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KA NO. 32 

INVOCATION: GOAL(IGNITION FAULT IS?) AND FACT(TROUBLE SYMPTOM IS NO-START) 

BODY: 

~ 
TRUE? 

I 
PRINT SPARK-PLUG-TEST 

S'AR"SWEAK, ~ 
YELLOW OR ABSENT? SPARK IS SATISFACTORY 

/ OR BLUE? 

'""'?''"''"'' \ 
n SPARK-PLUG FAULTY? 

COIL-SPARK IS SA TiS- ""'- \ 
FACTORY OR BLUE? COIL-SPARK IS WEAK, ~ 

Jl' YELLOW OR ABSENT? ~ 

PRIN~W-TENSION-TEST 
GH-TENSION LEADS ' 

NOTFAULTY? ' 

LEADS FAULTY? CONCLUDE IGNITION 
HIGH-TENSION \ ~ 

I 
FAULT IS DISTRIBUTOR TEST-LAMP LIGHTS ON 

(CF = 0.9) IGNITION SIDE AND DOES NOT 

" TEST-LAMP LIGHT ON DISTRIBUTOR SIDE? 
~ DOES NOT LIGHT \ 
~ (§) ON IGNITION SIDE? 

I CONCLUDE IGNITION FAULT 
IS COIL (CF = 0.8); 

CONCLUDE IGNITION FAULT IS CONCLUDE IGNITION FAULT 
LOW-TENSION CIRCUIT 

(CF = 0.95) 

4 
IS COIL LEAD (CF = 0.5) 

~ 
FIGURE 2 A SAMPLE KA FROM THE AUTOMOTIVE DOMAIN 

~ ACURRENTGOAL ___,.~ 
~ DEFINITELYKNDWN? ~ 

NO CURRENT GOAL 
DEFINITELY KNOWN? 

'\. 
~ FUEL-PUMP CONDITION CONCLUDE FUEL-SYSTEM 
~IS REDUCED FUEL FLOW?- FAULT IS CHOKED SUCTION ..... GV 

LINE (CF = 0.5) 

(I) A GOAL-DIRECTED KA 

KA N0.1& 

INVOCATION : FACT(OIL CONDITION IS WATER-CONTAMINATED) 

BODY : 

~ OIL CONDITION IS CONCLUDE ENGINE FAULT ~ 
~WATER-CONTAMINATED? -IS HEAD GASKET (CF = 0.6) ...... ~ 

(b) A DATA-DRIVEN KA 

FIGURE 3 SOME SIMPLE KAs FROM THE AUTOMOTIVE DOMAIN 

S :=ALL RELEVANT KAs 

" ~MPOY' 
""F" ~ 

~ 

FIGURE 4 THE INVOCATION MECHANISM 


